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MSDS PRODUCT INFORMATION

Date: 10/07/2005

To: MSDS Requester

From: 3E Company

Subject:  The MSDS you have requested

[ ] MSDSNOT REQUIRED
In response to your request for a Material Safety Data Sheet, according to the OSHA Hazard Communicatin Standard

(Right-to-Know), the following item is an article. Articles are defined in 29 CFR 1910.1200(c). Products such as
Drugs, cosmetics, food, or alcoholic beverages, wood or wood products, and tobacco or tobacco products, as defined in
29 CFR1910.1200(b)(6), are exempt from the Hazard Communication Standard. Items that are considered articles, as
defined in 29 CFR 1910.1200(c), are also exempt from this Standard. Therefore, the manufacturer is not required to
provide an MSDS for this product.

[X] MSDSDISCONTINUED PRODUCT
In response to your request for a Material Safety Data Sheet, the manufacturer has discontinued the product listed

below. The MSDS Attached is the most current version, or an MSDS is no longer available.

[ 1 MSDSBEST COPY AVAILABLE
The MSDS attached is the best copy available from the manufacturer.

[ 1 MANUFACTURER NO LONGER IN BUSINESS
In response to your request for a Material Safety Data Sheet, a current MSDS could not be obtained for this product. It

has been determined that the manufacturer listed below is no longer in business. A current address and phone number
could not be located.

Manufacturer: Armstrong World Industries, Inc.
Product Name: Henry 550 One-Part Emboosing Leveler (DISCONTINUED)



MATERIAL SAFETY DATA SHEET

. PRODUCT IDENTIFICATION
Name: Henry 550 One-Part Embossing Leveler
Descripnon. Water emulsion latex adhesive

(.. DEPARTMENT OF TRANSPORTATION INFORMATION
Shipping name: Not classified  Hazard Class: N/A 1D #: N/A
EMERGENCY ONLY CONTACT CHEM-TEL -1-B0D-255-3924

Wi, HMIS (0 = minimal hazard; 4 = severe hazard)
Health =1 Flammability =0  Reactivity =0

1V. PRODUCT CONTENT

This product does contain chemicals subject to the reporting
requirements of Section 313 of SARA Title |ii and 40 CFR 372. All
components are on TSCA nventory. This product does NOT
contain asbestos

HENRY
250

Prepared 8/99

Armstrong World lndustries, inc.
P.O. Box 3209
Lancaster, PA 17604
{717) 396-2328 or {(717) 396-2935

V. HAZARDOUS INGREDIENTS

INGREDIENT PERCENT. OCCUP. EXPOS LMT
1-Methyl-2-Pyrrolidinone CAS #872-50-4 1 TLv. PEL
N/A N/A
*Recommended by supplier 100 ppm* 100 ppm*

Vi, PHYSICAL DATA

X. SPILL OR LEAK PROCEDURES

APPEARANCE: Light blue paste. BOILING POINT (degrees F). 212°F.
VAPOR PRESSURE (mm Hg @ 20 degrees C): N/K. VAPOR DENSITY (Air
= 1F Heavier than air  PERCENT VOLATILE 8Y WEIGHT (30 min @ 275
degrees F). 15. EVAPORATION RATE (Butyl Acetate = 1): NX. WT/GAL
(Water = 8.3 14 44 |b  SOLUBILITY IN WATER DlsPersibIe SPECIFIC
GRAVITY {H,0 = 1} 1.74. VOC: 45 p/l calculated at 70'F/21°C, SCAQMD
pH 83.

VII. FIRE AND EXPLOSION HAZARD DATA

FLASH POINT {Method) >200°F (Setaffasn Closed Tester). FLAMMABLE
RANGE- LEL = N/A, UEL = N/A, EXTINGUISHING MEDIA- Carbon diox-
e, dry chemucal, or water spray, SPECIAL FIRE FIGHTING PROCEDURES:
Protect fire fighters from toxic products of combustion by wearing self-con.
tained breathing apparatus. UNUSUAL FIRE AND EXPLOSION HAZARDS.
Closed contawners in a fire may rupture due to pressure build-up; use water
10 cool containers to prevent this

Yili, HEALTH HAZARD DATA

PRIMARY ROUTE(S) OF ENTRY Inhalanon, ingeshon, and drrect dermal
exposure, TARGET ORGANS: Upper respiratary trad, skin, eyes  EFFECTS
OFf OVEREXPOSURE. SKIN AND EYES: Prolonged skin contact may cause
skin irntation If allowed Lo remain on the skin withaut being ninsed off with
water, a thin film may form Removal of this film may result in slight irntation
dependent on the method of removal. Contact with eyes can cause severe
eye wmtation. INHALATION: May cause imtation 1o nose, throat or lungs.
INGESTION. May be harmful if swallowed, can cause gastric disturbances.
CARCINOGENICITY: NTP. No, IARC Monographs: No; OSHA Regulated
No. MEDICAL CONDITIONS GENERALLY AGGRAVATED BY EXPOSURE:
Exisung skin conditions  FIRST AID PROCEDURES. SKIN AND EYES.
Remove contaminated clothing and thoroughly wash affected area with soap
and water, if ?'rnproms persist, seek medical atention, Immediately flush eyes
with plenty of water for at least 15 minutes lifting upper and lower lids occa-
sionally Gel immethate medical attention  INHALATION- Remove to fresh
air if exposed to excess concentrations of vapor Aid in breathing, if necessary.
Seek immediate medical attention  symptoms persist. INGESTION Do not
nduce vomiting. Call a Powson Control Center or physician for guidance.

IX. REACTIVITY DATA

STABILITY. Siable. INCOMPATIBILITY: Strong oxidizing agents.
HAZARDOUS DECOMPOSITION PRODUCTS: Carbon monoxide, car-
bon dioxide, and other toxic vapors and gases thal are common to thermal
de%radatnon or organic compounds. HAZARDOUS POLYMERIZATION
Will nol occur.

STEPS TO BE TAKEN [F MATERIAL 15 RELEASED OR SPILLED. Venulate
area of spill or release. Cortain spill, preventing 1t from entering sewer lines
or waterways. Use absorbent to assist with the pick-up of material Scrape
up product and place to container Residual of product, while still wer,
can be cleaned up with warm soapy water. WASTE DISPOSAL METHOD:
Dispose of contaner and any unused contents in accordance with Federal,
State and Local Waste Disposal Regulations. Do not flush unused contents
or residue down drains. Do not reuse comtainer

X1. SPECIAL HANDLING AND USE INFORMATION

VENTILATION: Normal, ambient air circulation or ventitation should be
sufficient  RESPIRATORY PROTECTION: With adequate ventilation, resp-
rtory equipment should not be needed. If adequate venulation 15 nat
afiorded, wear respiratory equipment approved for organic vapors  SKIN
AND EYE PROTECTION. Dunng normal end-product use, cottan or loop-
pile gloves and spectacle-type safety glasses are recommended to prevent
contact with this product.

XIi. SPECIAL PRECAUTIONS

PRECAUTIONS TO BE TAXEN IN HANDLING AND STORAGE Avoid
extreme heal or cold Use and store 1n a cool, dry, well-ventilated area
away from incompauble materials OTHER PRECAUTIONS: Keep aut of
reach of chiidren Close container after each use WORK SITE ENVIRON-
MENT irutially there may be a porentiat adverse impact on indoor air qual-
ity withun the general work area during the installation process Therefore
you should advise the building manager or other appropniate person that
* L will be necessary to establish and maintain adequate ventilanon of the
work area, without causing the entry of comaminants to other parts of
building; and  Persons who are sensitive to odors and/or chernicals should
be advised to avaid the work area during this process.

The information presented herewn is supplied as a guide t© those who han-
dle or use thrs product. Sale work practices must be employed when work-
ing with any materials It 1s i/mportant that the end uset makes a determina-
tion regarding the adequacy of the safety procedures employed dunng the
use of this product.

N/A - not applicable or not available
N/K ~ none known or not known




